2" RIGID INSULATION & ALUMINUM

/r JACKETING (SEE SPECS)
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DUCT ROOF

ROOF

STRUCTURE

— 12"

MIN. 18 GAUGE S.S.

SHEET METAL FLASHING &
COUNTER FLASHING. ATTACH
TO DUCT THROUGH INSULATION
W/ SHEET METAL SCREWS &
APPLY WEATHER PROOF
SEALANT TO ALL EDGES.

PREFABRICATED ROOF CURB
(THYCURB OR EQUAL)

— ROOF DECK

TERMINATE RIGID INSUL.

& ALUMIMUM JACKETING

DUCT SUPPORT
(SEE SPECS)

WPROK. 6" BELOW _
ROOF DECK.

DETAIL SHOWS DUCT

& JACKETING @ F/SD.

INSULATED DUCT THROUGH ROOF

1 SCALE: NOT TO SCALE

|——

— A 18"

PROVIDE DUCT ACCESS DOORS AS PER SPECIFICATION AT CONTROL
DEVICES, (AUTOMATIC DAMPERS, THERMOSTATS, ETC.), FIRE DAMPERS,
SMOKE DAMPERS, REHEAT COILS, HUMIDIFIERS, AIR FLOW SENSORS, AR
BOXES, AND WHERE REQUIRED FOR SERVICE ACCESS, AND AS SHOWN

ON DRAWINGS.

LOCATE ACCESS DOORS IN DUCTWORK TO FACILITATE ACCESS TO

DEVICES REQUIRING SERVICE AND INSPECTION.

N 2' MINIMM (TYP.)
N\ (N AN
f
? X 20"-48"
\Z\‘ L ‘ B |
o 1&" AND LESS — A \_f " —
., 18"
AN [ 18” AN
2A 50" AND OVER
h \ _f 18" N
NOTE:

DUCT ACCESS DOOR DETAILS

4 SCALE: NOT TO SCALE

l. ALL FIRE/ SMOKE DAMPERS TO BE
PROVIDED WITH FACTORY SLEEVE.

FLOOR OPENING — SIZE TO PROVIDE
MIN. 1/8” CLEARANCE ALL AROUND DAMPER
SLEEVE PER FOOT OF SLEEVE WIDTH
AND SLEEVE HEIGHT.

MIN. 14 GA GALV. STEEL
DAMPER SLEEVE. CONNECT
DUCT TO SLEEVE W/ "S” SLIP,
STANDING "S” TDC OR TDF
CONNECTORS PER SMACNA
REQUIREMENTS.

2. ALL COLLAR, DAMPER & DUCT CONNECTIONS
SHALL BE AS SHOWN IN THE SMACNA MANUAL

FOR UL DAMPERS OR AS RECOMMENDED BY
DAMPER MANUFACTURER FOR U.L. DAMPERS.

MIN. 1" OVERLAP ALL

SIDE OF DAMPER

3. EACH DAMPER INSTALLATION SHALL COMPLY
WITH UL STANDARD 555.

S

MIN. 16 GA. X 1-1/2" X 1-1/2" GALV. STEEL ANGLE
SECURE TO WALL & SLEEVE W/ #10 STEEL SCREWS
ON 8" CENTERS ALL AROUND, BOTH SIDES OF WALL.

|
DuCT
W
ACCESS
DOOR
0

DUCT
6" MAX
| - _T
] \ ]
[ > > ]
< FLOOR — FLOOR =
. ~  Q Q ™ . UL 555S CLASSIFIED COMBINATION
| —3 | FIRE/ SMOKE DAMPER. SECURE
1_ _£ TO SLEEVE W/ #10 STEEL SCREWS
o ON 8" CENTERS, ALL AROUND.
CAULK ONE SIDE OF DAMPER TO
) SLEEVE.
6" MIN.—
16" MAX
------- PER ACTUATOR
REQM'TS

! \\\¥_
ACTUATOR MOUNTED ON

OUTSIDE OF SLEEVE.
LOCATE FOR ACCESSIBILITY
& COORD. W/ ARCH. AS
REQ'D., AND IN ALL CASES
WHERE ACTUATOR IS ABOVE
FLOOR IN A CHASE.

HORIZONTAL FIRE / SMOKE DAMPER

@ SCALE: NOT TO SCALE

24 G.A. SHEET METAL
SLEEVE EXTENDED
1-1/2" BEYOND
EACH SIDE

SEAL SLEEVE TO WALL
OPENING WITH FIRE
RESISTANT SEALANT

TAPE- 2" MINIMUM

FIRE RESISTANT
SEALANT ON ENDS
OF INSULATION

24 G.A. SHEET METAL
SLEEVE EXTENDED
1-1/2" BEYOND
EACH SIDE

buct

DUCT INSULATION

INSULATION MATCHING
WALL FIRE RATING

SEAL SLEEVE TO WALL
OPENING

TAPE- 2" MINIMUM

NOTE:

THIS DETAIL APPLIES ONLY FOR
INSULATED DUCTS NOT REQUIRING
FIRE DAMPERS.

NON—RATED WALL

buct
DUCT INSULATION

DUCT PENETRATION THROUGH INTERIOR WALL

SCALE: NOT TO SCALE

l. ALL FIRE/ SMOKE DAMPERS TO BE
PROVIDED WITH FACTORY SLEEVE.

2. ALL COLLAR, DAMPER & DUCT CONNECTIONS

ACTUATOR MOUNTED ON
OUTSIDE OF SLEEVE.

—MIN. 1" OVERLAP ALL
SIDE OF DAMPER

OPENING FRAMING — SIZE TO PROVIDE

MIN. 1/8" CLEARANCE ALL AROUND DAMPER
SLEEVE PER FOOT OF SLEEVE WIDTH

AND SLEEVE HEIGHT.

UL 555S CLASSIFIED COMBINATION

FIRE/ SMOKE DAMPER. SECURE

TO SLEEVE W/ #10 STEEL SCREWS
ON 8" CENTERS, ALL AROUND.
CAULK ONE SIDE OF DAMPER TO

7 MIN. 16 GA. X 1-1/2" X 1-1/2" GALV. STEEL ANGLE
h"%"&&ﬁ"@/‘i‘éﬁ?‘?{é”* SECURE TO WALL & SLEEVE W/ #10 STEEL SCREWS
REQ'D. ON 8" CENTERS ALL AROUND, BOTH SIDES OF WALL.
= T:T — = R
?
- SLEEVE.
{  ACCESS r S ~
N DOOR ! : O DUCT =
| |
! i) \
i O N o]
|
|
DUCT | l ;
——— ]
= = . ]
6" MIN.— 1' 'L
PER1 6ACTMl?§I'OR —~——6" MAX — MIN. 14 GA GALV. STEEL
REQM'TS DAMPER SLEEVE. CONNECT
) DUCT TO SLEEVE W/ "S” SLIP,

SHALL BE AS SHOWN IN THE SMACNA MANUAL
FOR UL DAMPERS OR AS RECOMMENDED BY
DAMPER MANUFACTURER FOR U.L. DAMPERS.

3. EACH DAMPER INSTALLATION SHALL COMPLY
WITH UL STANDARD 555.

@ VERTICAL FIRE | SMOKE DAMPER

6

STANDING "S” TDC OR TDF
CONNECTORS PER SMACNA
REQUIREMENTS.

INSULATION

%

6"<—
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ALUMINUM JACKET (FOR
CONCEALED INTERIOR
DUCT, TERMINATE
ALUMINUM JACKETING

6" INSIDE EXTERIOR WALL

INTERIOR

NG

PACK INTERSTICE BETWEEN
DUCT & WALL W/ INSUALATION
& SEAL.

EXTERIOR

ALUMINUM  JACKET

ALUMINUM FLASHING ALL
AROUND DUCT - ATTACH

TO WALL & CINCH TIGHT

TO DUCT W/ ALUMINUM STRAPS.
SEAL ALL EDGES.

DUCT THROUGH EXTERIOR WALL

SCALE: NOT TO SCALE
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are not to be used or altered, in whole or in part,
for other than the original intended use, nor are
they to be assigned to any third party without
written permission from h+uo architects.

NOTE: By act of submitting a bid for the
proposed contract, the bidder warrants that the
bidder, and all subcontractors and material
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and have found them complete and free from any
ambiguities and sufficient for the purpose
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applicable codes and authorities.
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